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MSDS PRODUCT INFORMATION

Date: 10/07/2005

To: MSDS Requester

From: 3E Company

Subject:  The MSDS you have requested

[ ] MSDSNOT REQUIRED
In response to your request for a Material Safety Data Sheet, according to the OSHA Hazard Communicatin Standard

(Right-to-Know), the following item is an article. Articles are defined in 29 CFR 1910.1200(c). Products such as
Drugs, cosmetics, food, or alcoholic beverages, wood or wood products, and tobacco or tobacco products, as defined in
29 CFR1910.1200(b)(6), are exempt from the Hazard Communication Standard. Items that are considered articles, as
defined in 29 CFR 1910.1200(c), are also exempt from this Standard. Therefore, the manufacturer is not required to
provide an MSDS for this product.

[X] MSDSDISCONTINUED PRODUCT
In response to your request for a Material Safety Data Sheet, the manufacturer has discontinued the product listed

below. The MSDS Attached is the most current version, or an MSDS is no longer available.

[ 1 MSDSBEST COPY AVAILABLE
The MSDS attached is the best copy available from the manufacturer.

[ 1 MANUFACTURER NO LONGER IN BUSINESS
In response to your request for a Material Safety Data Sheet, a current MSDS could not be obtained for this product. It

has been determined that the manufacturer listed below is no longer in business. A current address and phone number
could not be located.

Manufacturer: H.C. Muddox Company
Product Name: Fired Clay (DISCONTINUED)
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SECTION | - PRODUCT AND COMPANY IDENTIFICATION

identity: H. C, MUDDOX MORTAR CLAY
Trade Names; FIRE CLAYS, MQRTAR CLAYS, NEWMAN

Manufacturer's Name: Emergency Telsphone Number
H.C. Muddox (216) 382-1171
4875 Bradshaw Road Telephone Number for information
Sacramento, CA 95827 (916) 971-2390

SECTION Il - PRODUCT AND COMPONENT DATA

% by ACGIH OSHA
Somposition CAS Number Weight TLV PEL
Clay (Alminum Silicates) Various 100% 10 mg/m* 15 ma/m®
EXRQSURE LIMITS:
Compesition CAS Number ACGIH TLV OSHA PEL
Crystalline Sllica (Quanz) 14808-60-7 See Below See Below

OBHA PEL. for crystalline sillea In the form of quartz Is = 10 mg/m® » (% SIOz+2) , and 50% of this value for crystobalite and
tridymite,

SECTION I} - HEALTH HAZARD and FIRST AIR INFORMATION

CHRONIC HAZARDS:
Erimarv Boute of Exposyre: Inhalation

fls: (Accepiable exposyra levels for this pradust muat he defined In the workplace due to the combination of
sllica and ather constifuents and condition of use.) Unless specified otherwise, limits are expressed as elght-hour Time-
weighted averages (TWA). Limits for cristobalite and tridymite (other forms of cyrstalline silica) are equal to one-half of the
limits for quartz.

&mmuz@: TLV - 10mg/m? (total particulate) or 3mg/m? (resplrable particulate), not otherwise ciaasified; OSHA
PEL.|= L ? mg/m” (total particulate, not otherwise reguiated), OSHA PEL = 5 mg/m” (respirable particulate, not otherwise
regulated).

BespL[aple Crystallipe Sllica (quanz); TLV = 0.9 me/m®; OSHA PEL =10 mg/m® « (%Si0: +2); QSHA Proposed PEL 0.1
mg/m

Respirable Dust containing silica; OSHA PEL = 10 mg/m® » (%8i02 + 2)

Total Dust containing silica: OSHA PEL = 30 mg/m® = (%Si0z + 2) ACGIH and OSHA have detarmined that adverse effects
are ot |ikely to opcur In the warkplace provided exposure |avals do not exceed the appropriate TLVe/PELs, However,
becausa of the wide variation in Individual susceptibility, lower expasure limits may be appropriate for soma individuais,
including persons with pra-existing madical copditions such as thosa described balow.

Abbraviations: TLV = thresheld fimit value of the American Conference of Gevernmental Industrial Hygienists (ACGIH);
OSHA PEL = permissible sxposure limit of the Occupation Safety and Health Administration (OSHA); mg/m* = milligrams of
substance per cuble meter of air,



SUBCHRONIC AND CHRONIC HEALTH EFFECTS:
es: Excessive exposure to pariculates (dust) over an extended period of time may result in the
development of silicosis and ather pulmonary diseases.

Carcinoqenicity: IARC has classified respirable crystalline silica (quartz) a knawn carcinogen in humans.
: Sanding or grinding dry clay products will expose you ta resplrable crystaliine silica

Callfarnia Proposition 65 Warning
which is *known In the State of Califarnia to cause cancer and to otheér substances which are knawn to the State of Caljifomla
to cause canpcer, birth defects and other reproductive harm,”
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See alsor American Society for testing and Materials (ASTM) Standard practice E1132-86, "Standard Practice for Health
Requirements Relating to Qccupational Exposure to Quartz Dust."

cal Conditiol i Excesslve dust exposjire may aggravate any axisting respiratory disorders or
disenses, Possible complications of allergies resulting in irrtation to skin, eyes and resplratory passage may occur from
excessive exposure to dusts.

ACUTE HAZARRS:
Eye Contact: Diract contact with dust may cause imtatlon by mechanical abrasion.

Skin Contacl: Pirect contact may cause Iitation by machanical abrasion.
Skin Abgorption: Not expscted to be a significant exposure route.

Ingestion: FExpected to be practically non-taxe. [ngestion of large amounts may cause gastrointestinal iritation and
blackage.

Inhalation: Pusts may irritate the nose, throat, and respiratory tract by mechanical abrasion. Coughing, sneezing, and
shartness of breath may occur following exposures In excess of appropriate exposure (imits, Lise of natural clay and aand for
construction puposes s nat belleved to cause additianal acute toxic effects, However, repeated averexposure to very high
levels of resplrable crystalline silica (quartz, cristobalite, tridymite) for periods as short as six months have caused acute
sllicosis, Acute silicoais |s a rapidly progressive, incurable lung disease that is typically fatal. Symptoms include (but are not
limited to); shertness of breath, cough, fever, weight loss, and chest paip.

EIRST AIR:
Eves: Immadiately flush eys(s) with plenty of clean waler for at least 15 minutes, while bolding the eyelid(s) open.
Occaajanally [t the eyslid(s) to enaure thorough rineing. Beyond flushing, do not attampt to ramove material from the eys(s),
Confact a physician if iritation persists or later develops.

Skin: Wash with soap and water. Contact a physiclan If Imitation persists or later develops.

Ingestion: M person is conscious, give large quantity of water and induce vomiting; however, never attempt to make an
uncenscious person drink or vomit. Get immediate medical attention,

Inhalation: Remove to fresh air. Dust In throat and nasal passages should clear spontansously. Contact a physician if
jritation persists or later develops.

SECTION IV - PHYSICAL/CHEMICAL CHARACTERISTICS

Bailing Palnt: NA Specific Gravity (H20 = 1) 2.6

Vapor Pragsure (mm Hg): NA Melting Poin: NA

Vapor Renaity (Air = 1); NA Evaporation Rate:

Solubility in Water: 0 (Butyl Acetate = 1) NA

Appenrance and Odar: Vitrified solid, essentially adoriess, wide rangs of colors

SECTION V - FIRE AND EXPLOSION HAZARD DATA

Flash Paint (Method Usad): NA Flammable Limits: NA LEL: NA UEL: NA
Extingulshing Madia: NA Special Fira Fighting Procedures: None
Unusual Fire and Explosion Hazards: None

SECTION VI - REACTIVITY DATA

Stability: Unsfaple:  Stable: X  Conditions to Avoid: None

Incompatibility (Materials to Avaid): None known

Hazardous Dscompaosition or Byproducts: None known

Hazardeus Polymerizatian: May Occur: Wil Not Oceurr X Canditions to Avoid: None



SECTION Vil - PERSONAL PROTECTION AND CONTROL MEASURES

BESPIRATORY PROQTECTION: To minimize exposure to dust and/or crystalline sllica, NIOSH/MSHA approved respirators
must be wom in accordance with a respiratory protection program which meets OSHA requirements as set forth at 28 CFR
1910.134 and ANS| Z88.2-1080 "Practices far Respiratory Protection.”

SKIN PROTECTION: Use gloves and/ar protective clothing if ahrasion or allergic reactions are sxperienced.

EYE PROTECTION: Use safety glassas with side shields. Face shields should also be used when dry sawing clay brick.
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Dust goggles should be worn when excessively (visible) dusty condilions are prasent or are anticlpated,

: When using dry, use sufficlent local exhaust to reduca the lavej of respirabie dust to the applicable
standards set forth in Section lll. See ACGIH "Industrial Ventilation, A Manual of Recommendad Practice,” latest adition,

' Wear hard hats ana/or stesl-toed safety shoss it brick may fall from an elevation or be dropped during
handling.

WORK/HYGIENIC PRACTICGES: Aveid creating and breathing dust.

OTHER CONTROL MEASURES: Respirable dust and quanz jevels should be monitored regularly. Dust and quanz |evels in
excees of appropriate exposurs limits should be reduced by feasible engineering controls, including (but not limited to) wet
sanding, wet suppression, ventllation, and process enclosures. Respirators must be wom when such controls are not
feasihle or do not completely cantrol dust generation,

SECTION Vil ~ HANDLING AND STORAGE INFORMATION

STEPS TQ RE TAKEN IN CASE MATERIAL 1S RELEASEDR OR SPILLED: Use adequate ventilation, dustiess vacuum or
cleanup systems for handiing, storage, and clean-up so that aihome dust does not exceed the PEL. Practice good
housekeeping. Do nat parmit dust to collect on walls, fioars, sills, ledgss, machinery, or equipment, Maintain, clean, and it
test respiratars in accordance with OSHA standards. Maintain and test ventilation and dust collection equipment. Wash or
vaguum clething, which has hecome dusty. See also control measuras in Section VIi,

WASTE RISPOSAL METHOD: This material Is classed as a non-hazardous solid waste for disposal.

: Nona for normal handling and storage of intact bricks. This
product is not intanded or designed for uee as an abrasive-hiasting medium or for foundry applications and should not ba
used for those purpases. Do not store near food and beverages or smeking materials.

OTHER . REQULATIONS: Community Right-To-Know = this product I8 not subject to the reporting raquirements of the
Emergency Planning and Community Right-To-Know Act of 1987(EPCRA) [40 CFR 370 and 972).

TRANSPORTATION: POT Hazard Classification: Not Ragulated
UN/NA Code: None
Placard Required: None.
Labeling Ragquirement: Nene.

SECTION IX - OTHER INFORMATION

The Information and recommendations contained heraln ara basad ypon the data helleved to bs cojrect. However,
no guarantee or warranty of any kind, express or Implled, |s made wltg respect to the Information contalned hersin,

We accept no responsibility and diaclaim all lability for any harmful heaith effects, which may be caused by
expasaure to alrbomse cusat particles creatad by using our products, Customers/users of clay and brick products must
comply with all applicable health and safety laws, regulations, and orders.

MSPS§ STATUS: Revision 2
PREPARER: Normita G. Callison
Title; Environmental Manager
Telephone No. (916) 871-2391



